
Actual Size

DASH NUMBER*

INDUCTANCE @
 1 kHz 

(µH) ±15%

MIL DASH #

DC RESISTANCE

MAXIMUM (OHMS)

CURRENT RATING

MAXIMUM (Am
ps)

INCREMENTAL

CURRENT DC (Am
ps)

Mechanical Configuration

Units are encapsulated in a Surface Mount package,using
an epoxy molded case. High resistivity ferrite core, allows
for high inductance with low DC�resistance.

Physical Parameters

                  Inches                      Millimeters
A                0.840 to 0.880         21.34 to 22.35
B                0.310 to 0.330         7.87 to 8.38
C                0.266 to 0.286         6.76 to 7.26
D                0.050 Min.               1.27 Min.
E                0.070 to 0.110         1.78 to 2.79
F                0.750 (Ref. only)     19.05 (Ref. only)
G               0.120 (Ref. only)     3.05 (Ref. only)
Dimensions “A” and “C” are over terminals.

Operating Temperature Range –55°C to +130°C

Current Rating at 85°C Ambient  45°C Rise

Maximum Power Dissipation at 85°C 0.50 W

Inductance  

Measured at 1 VAC open circuit with no DC current

Incremental Current The current at which the
inductance will decrease by a maximum of 5% from
its inductance at zero DC current.

Weight (Grams Max.)  2.5

Packaging  Tape & reel (44mm):
13" reel, 480 pieces max.; 7" reel not available

Lead Finish Sn63Pb37
(Tin-Lead) Hot Solder Dipped

Made In the U.S.A.

Pow
er Inductors

270 Quaker Rd., East Aurora NY 14052  •  Phone 716-652-3600  •  Fax 716-652-4814  •  E-mail: apisales@delevan.com  •  www.delevan.com 

M27/370 - SERIES MIL8532 FERRITE CORE
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SERIES MIL8532

High Current, MIL-PRF-27/370 Qualified
Surface Mount Power Inductors

MIL I TARY

A
P P R O V E D

*Complete part # must include series # PLUS the dash #
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